
 
 

 

 

 

GENERAL SPECIFICATIONS FOR TENNIS EQUIPMENT 

 

 

Official Tennis Post 571-106, 571-106C: Fabricated from 3 1/2” O.D. galvanized steel 

with grooved aluminum caps to position cable, net reel and net fittings. Meets USLTA 

standards. 

 

 Net Reel 572-917: Ratchet reel will fit any existing post. Constructed of heavy duty steel 

with removable handle. Powder coated green.  

 

Tennis Net 572-922: Shall be 3 mm double braid polyethylene netting, 42’ long with a 2 

1/2” double reinforced headband. 1st 5 rows shall have double netting, 8 rows have nylon 

stitching. 6mm vinyl coated steel cable. Taped nylon bottom and dowels.  

  

Ground Socket 571-202, 571-203, 571-204, 571-205: Galvanized pipe receptacles for 

portable game standards with post ODs: 2 3/8”, 2 7/8”, 3 1/2”, and 4 1/2”. Supplied with 

neoprene seal safety cap, wrench, and limit pin creating a 6” debris trap. 
 

 

 

SportsPlay Equipment, Inc. 
8505 Delmar Blvd, Ste G, Saint Louis, MO 63124 

  (314) 389-4140 (800) 727-8180 Fax (314) 389-9034 

www.sportsplayinc.com 
 


